
Functional backrest for high-back comfort Optionally with Air Frog seat comfort

ASSEMBLY  AND  INSTRUCTION  MANUAL
MODEL 2507 DOMINO
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Backrest cushion adjustment for individual high-back comfort:

For maximum high-back comfort, the backrest 

cushion can be easily adjusted in height: simply 

grasp the cushion at the top and bottom and slide 

it upwards along the backrest. This allows you to 

position it e�ortlessly in your preferred setting.
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Backrest cushion at type 253/253AF/254/254AF

Note: When both corner cushions are moved 

to the lower starting position, slight compression

may occur in the corners of the seat. This was 

intentionally accepted and can be 

reshaped by smoothing the fabric. The goal 

of this design is to create an almost closed 

corner combination for comfortable lounging.
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Personalised seating comfort with Air Frog:

Press the button for personalised seating comfort with the 

Air Frog system. A discreet metal button on the side of 

the seat allows you to easily release air while seated, 

creating a so�er, more forgiving surface. When you stand 

up, the cushion automatically reinflates, restoring the 

original comfort.
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The seat cushions of AIR FROG contain air chambers. If they are damaged by pointed or sharp 

objects, their functionality can no longer be guaranteed.
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Keep all documents relating to the purchase of your furniture carefully, even beyond the legal warranty period of 2 years. You will 
find all important information in your product folder and also on our website www.bullfrog-design.com

Mounting of connectors:

Mounting of connectors, armrest:

1. Position the elements at the place supposed to stay.

2. Turn connector ratchet 1 of element A to the outside.
3. Firmly push together part A and B, until metal guides 2 catch into guides 1.
4. In case of dismounting li� part B with the metal guides 2 and pull away

2. Turn connector ratchet 1 of armrest A to the outside.
3. Firmly push together armrest A and element B, until metal guides 2 catch into guides 1.
4. In case of dismounting li� part B with the metal guides 2 and pull away.

1. Position the elements at the place supposed to stay.
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